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No: LI | SEIAA 117

G Date:z. L, "9\

M/s Ismail & Sons,
Mission Chowk,
Katni (MP) — 483501

Sub: - Case No. 70/2008, Prior Environmental Clearance for Limestone Mine (Opencast
Manual/Semi-Mechanised) in an area 10.741 ha for expansion in production capacity
from 8089 TPA to 60,000 TPA, at Khasra No. (Old) 649, 650, 651, 652, 653, 648,
646, 647, 656, 644, 657, 658/1, 660/1, 660/2, 659, 661 & 621 (Kahsra No. (New): 78
P, 79, 80 P, 83, 84, 85 P, 86 P, 87, 88 P, 89 P, 90,91, 92, 93,
94,95,96,97,98,99,100,122P,126) at Village - Bistara, Tehsil - Murwara, Distt. - Katni,
M. P. by M/s Ismail & Sons, Mission Chowk, Katni (MP) — 483501.

This has reference to your letter received in SEIAA office on 02.05.2008 and subsequent
letters seeking Prior Environmental Clearance for the above project under the EIA
Notification, 2006. The proposal has been appraised as per prescribed procedure in the light
of provisions under the EIA Notification, 2006 on the basis of the mandatory documents
enclosed with the application viz., the Form - |, Pre-Feasibility Report, ToR and subsequently
submission of EIA, Public Hearing and the additional clarifications furnished in response to
the observations of the State Expert Appraisal Committee (SEAC) and State Environment
Impact Assessment Authority (SEIAA) constituted by the competent Authority.

Il. It has been noted that the proposal is for Limestone Mine in an area of 10.741 ha. The
mining lease area is located in Khasra No. (Old) 649, 650, 651, 652, 653, 648, 646, 647,
656, 644, 657, 658/1, 660/1, 660/2, 659, 661 & 621 (Kahsra No. (New): 78 P, 79, 80 P,
83, 84, 85 P, 86 P, 87, 88 P, 89 P, 90,91, 92, 93, 94,95,96,97,98,99,100,122P,126) at
Village - Bistara, Tehsil - Murwara, Distt. - Katni (M.P.). It lies at geographical co-
ordinates at latitude 23°58'17.5" to 23°58'38.5" N and longitude 80%27'19.00" to
80°27'31.20" E. There is no National Park/Santuary within 10 Km radius. Mining Plan is
approved by the IBM (vide letter no. 5095 dtd. 25.09.2014).

The proposed project is for production capacity from 8089 TPA to 60,000 TPA. The
mining will be carried out by opencast maunal/semi mechanized method. The water
requirement is 12 KLD (08 KLD Dust Suppression+ 02 KLD Green Belt + 02 KLD
Domestic Purpose), which shall be purchased from the nearby villages. The public
hearing was conducted at Mining site at Village- Bistara, Tehsil - Murwara, Distt. - Katni
on 06.09.2015,

lll. The project has been considered in accordance with the provisions of the EIA notification
issued by the Ministry of Environment & Forests vide S.O. 1533 (E), dated 14th
September 2006.

IV. Based on the information submitted, as at Para (ll) above and others the State Level
Environment Impact Assessment Authority (SEIAA) considered the case in its 410"
meeting dtd. 17.02.2017 & 413rd SEIAA meeting dtd. 03.03.2017 and decided to accept
the recommendations of 173 SEAC meeting dtd. 23.02.2015.

Hence, Prior Environmental Clearance is granted for Limestone Mine (Opencast

Manual/Semi-Mechanised) in an area 10.741 ha for expansion in production capacity

from 8089 TPA to 60,000 TPA, at Khasra No. (Old) 649, 650, 651, 652, 653, 648, 646,

647, 656, 644, 657, 658/1, 660/1, 660/2, 659, 661 & 621 (Kahsra No. (New): 78 P, 79, 80
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P, 83, 84,85P, 86 P, 87, 88 P, 89 P, 90,91, 92, 93, 94,95,96,97,98,99,100,122P,126) at

Village - Bistara, Tehsil - Murwara, Distt. - Katni (MP) for the lease period to M/s Ismail

& Sons, Mission Chowk, Katni (MP) — 483501, subject to the compliance of following

(sspeciﬁc conditions as recommended by SEIAA & SEAC-Il and subsequent Standard
onditions.

1.

10.
1.

12.
13.
14.

15.

16.

17.

18.
19.

Specific Conditions

Before commencing any mining activity fencing shall be carried out all around the lease area.
Proper watch and ward arrangements should be made with installation of signage at 4 corners
of lease area to avoid any untoward incident involving public and animals by the PP.

The mining operation shall be restricted to above ground water table and in no case it should
intersect the ground water table. In case of working below the ground water table approval of
the Central Ground Water Board shall be obtained. Regular depth of ground water table
should be monitored by the State Ground Water Survey.

The PP shall demarcate a minimum buffer zone of 100 m on either side of the canal passing
through the existing ML area in presence of Executive Engineer, Water Resource
Department, Mining Officer, Katni & Revenue Officer, Katni.

The PP shall demarcate a minimum buffer zone of 250 m as “No Mining Zone” from the forest
boundary in consultation with Forest, Revenue & Mining Departments and develop a green
belt in the 100 m of the buffer zone inside the ML area.

Total area to be covered under plantation will be 4.6865 ha out of which 3.4875 ha. is already
cover under existing plantation and 1.199 ha. will be taken up during the lease period. In all
1799 plants shall be planted in the first year of mining operation with proper irrigation
arrangements and protection with complete fencing.

Pakka road shall be developed from ML area to the adjoining Highway and maintained by PP,
so as to minimize the emission of particulate matters and reduce the air pollution in the
surrounding area.

The PP shall carry out plantation at Village — Bistara in consultation with Gram Panchayat.

The commitments made by the PP in the Hydrological study report, CSR activities and
afforestation plan shall be implemented in content and spirit.

The top soil shall be temporarily stored at earmarked site and should be used for initial
plantation in the buffer zone and dumps.

Deep hole blasting should not be done, only jack hammer drilling shall be permitted.

Garland drain (size 2x1.5 m.) all around the periphery and 4 settling tanks shall be constructed
all around the mine. PP shall also ensure the proper cleaning and maintenance of garland
drain and settling tank.

Water sprinklers shall be used on permanent basis for controlling dust emission.
Regular air & water quality monitoring shall be carried out in consultation with RO, MPPCB.

Consent of the farmers shall be taken before discharging the mine water into their fields after
qualitative assessment by MPPCB.

Proper infrastructure with shelter, drinking water, toilet and first-aid facilities shall bg prgvided
for the labourers. The additional budgetary provision under CSR for the same which is one
time capital cost besides the other budgetary provisions made.

Payments of wages to the workers shall be done in consonance with the provisions in the
labour laws.
Under CSR activity in addition to the proposed activities following activities should be added.

a) Skill upgradation programme for the villagers of nearby villages.

b) Sanitation activities including construction of individual toilets in consultation with village
Panchayat.

c) Installation of rainwater harvesting structure.

The appropriate budget provision of 1.9 lakhs shall be made for the CSR activities..
Village roads shall be repaired and maintained by the PP.
The proposed plantation should be carried out along with the mining and PP would maintain
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10.
11,

12.

13.

14.

15.

16.

17

18.

HMMIVYEY WY DM TTIUDL VT THIDUITU.

All parameters listed in Environmental Monitoring Plan approved by SEAC must be monitored
at approved locations and frequencies.

Blast vibrations study shall be conducted and submitted to the Regional Office, MoEF, Gol,
Bhopaliand MP PCB within six months. The study shall also provide measures for prevention
of blasting associated impact on nearby houses and agricultural fields.

Controlled blasting techniques with sequential drilling shall be adopted. The blasting shall be
carried out in the day time only.

Slope of the mining bench and ultimate pit limit shall be as per the mining scheme approved
by Indian Bureau of Mines.

A ﬁpal mine closure plan, along with details of Corpus Fund, shall be submitted to the
Regional Office, MoEF, Gol, Bhopal and MP PCB within 5 years in advance of final mine
closure for approval.

No change in the calendar plan including excavation, quantum of mineral and waste shall be
made.

Mining will be carried out as per the approved mining plan. In case of any violation of mining
plan, the Environmental Clearance given by SEIAA will stand cancelled.

Adequate buffer zone shall be maintained between two consecutive mineral bearing deposits.

The transportation of the minerals extracted from the mining area shall be limited to day hours
time only.

Maintenance of near by local roads through which transportation of minerals are undertaken
shall be carried out by the company regularly at its own expenses. The roads shall be black
topped.

Measures for prevention and control of soil erosion and management of silt shall be
undertaken. Protection of dumps against erosion shall be carried out with geo textile matting
or other suitable material, and thick plantations of native trees and shrubs shall be carried out
at the dump slopes. Dumps shall be protected by retaining walls.

Trenches / garland drains shall be constructed at foot of dumps and coco filters installed at
regular intervals to arrest silt from being carried to water bodies. Adequate number of check
dams and gully plugs shall be constructed across seasonal/ perennial Nallahs, if any, flowing
through the ML area and silts arrested. De- silting at regular intervals shall be carried out.

The project proponent will ensure necessary protection measures around the mine pit, waste
dumps and garland drain.

Top soil / solid waste shall be stacked properly with proper slope and adequate safeguards
and shall be utilized for backfilling (wherever applicable) for reclamation and rehabilitation of
mined out area. Top soil shall be separately stacked for utilization later for reclamation and
shall not be stacked along with over burden.

Over burden (OB) shall be stacked at earmarked dump site(s) only and shall not be kept
active for long period. The maximum height of the dump shall not exceed 20 m, each stage
shall preferably be of maximum 10 m and overall slope of the dump shall not exceed 350. The
OB dump shall be backfilled and shall be scientifically vegetated with suitable native species
to prevent erosion & surface run off.

Monitoring and management of rehabilitated areas shall continue until the vegetation
becomes self-sustaining. Compliance status shall be submitted to the Regional Office, MoEF,
Gol, Bhopal and MP PCB on six monthly basis.
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